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SEE SHEET 3 FOR IMPORTANT
PILE ELEVATION NOTES

KINETIC GATE OPERATOR610
24.0 PILE

 6.7 [170] 

 7.5 [190] 

 3.5 [90] 

 5.3 [135] 

 5.1 [130] 
 3.1 [80] 

 2.7 [68] 

 4.6 [116] 

OPEN PHOTOEYE OPEN PHOTOEYE

GATE PANEL REST PORTAL

2.4 [60] x 1.4 [35] EXTRUDED ALUMINUM
TOP / BOTTOM RAILS. TOP RAIL IS SERRATED

3 STRANDS BARBED WIRE

EXTRUDED ALUMINUM 
CENTER BEAM

CLOSE PHOTOEYE CLOSE PHOTOEYE

 U 

115
4.5

 3.1 [80] x 2.4 [60] x .13 [3] PORTAL 
2.4 [60] x 2.4 [60] x .08 [2]
PANEL END POST

290
11.4
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CANTILEVER SLIDE GATE
ALPHA

115 Lowson Crescent
Winnipeg, Manitoba, Canada, R3P 1A6
Phone: 1-866-300-1110
Fax:     1-204-284-1868
Web: www.wallaceperimetersecurity.com

DIMENSIONS ARE SHOWN IN INCHES, DIMENSIONS SHOWN IN [   ] ARE IN MILLIMETERS

FINISH NOTES:
STANDARD FINISH
HOT DIPPED GALVANIZED ON ALL STEEL COMPONENTS
MILL FINISH ON ALL ALUMINUM COMPONENTS

OPTIONAL FINISH
POWDER COAT PAINT, RAL# TO BE SPECIFIED



20

24

30

180.0 [4572]

216.0 [5486]

240.0 [6096]

144.0 [3658]

LOOP WIDTH

192.0 [4876]

240.0 [6095]

360.0 [9147]

16

DAlpha Model

288.0 [7320]

432
17.0

432
17.0

 D 

NOTES:

- OPTIONAL ACCESS CONTROL HARDWARE, VEHICLE DETECTION
LOOPS & BOLLARD LOCATIONS ARE SUPPLIED AS A REFERENCE
ONLY. ALL MATERIALS AND LOCATIONS ARE SUPPLIED AND
INSTALLED BY OTHERS UNLESS OTHERWISE SPECIFIED AT TIME
OR ORDER.

- GATE TRAVEL DIRECTION MUST BE SPECIFIED AT TIME OF ORDER
FOR CORRECT PLACEMENT OF CONDUIT AND GATE OPERATOR.

- SEE SHEET 3 FOR GENERIC FOUNDATION SIZING AND INSTALLATION
AND LEVELING NOTES.
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GENERIC SITE LAYOUT / CONDUIT REQUIREMENTS
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OPERATOR
KINETIC GATE 

ACCESS CONTROL PEDESTAL
OPTIONAL SINGLE OR DUAL HT.

VEHICLE DETECTION LOOP

ACCESS CONTROL PEDESTAL

VEHICLE DETECTION LOOP

OPEN PHOTOEYE

OPEN PHOTOEYE
CLOSE PHOTOEYE

OPTIONAL SINGLE OR DUAL HT.

CLOSE PHOTOEYE 1/2" [13] PHOTOEYE CONDUIT

1/2" [13] PHOTOEYE CONDUIT1/2" [13] PHOTOEYE CONDUIT

1/2" [13] PHOTOEYE CONDUIT

1" [25] LOOP CONDUIT

1" [25] LOOP CONDUIT

1" [25] ACCESS CONTROL CONDUIT

POWER REQUIREMENTS:
120 / 240 VAC, SINGLE PHASE, 15A

1" [25] POWER SUPPLY CONDUIT

1" [25] ACCESS CONTROL CONDUIT

SECURE SIDE

 B  A 

36.0
91448.0

1219

72.0 [1829]
      OR
48.0 [1219]

36.0
914

48.0
1219

72.0 [1829]
      OR
48.0 [1219]

180.0
4572

180.0
4572

14.0
356

40.0
1016

20.0
508

40.0
1016

20.0
508

356
14.0

 (SEE CHART) 

 C 



OR DEBRIS BUILD UP.

SURROUNDING GROUND SHOULD BE RESILIENT 

AREA ALONG ENTIRE GATE TRAVEL MUST BE 
5.0 [130] MEASURED FROM TOP OF OPERATOR PILE.

CLEAR OF OBSTRUCTIONS TO ALLOW FOR
PROPER  OPERATION OF GATE.

CAST CATCH  PILE
3.2 [81] BELOW THE 
HIGHEST ELEVATION
ALONG GATE TRAVEL

CAST REST PILE
3.2 [81] BELOW THE 
HIGHEST ELEVATION
ALONG GATE TRAVEL

ENOUGH TO ALLOW CLEARING OF MUD, SNOW, ICE

1.2 [30] BELOW THE HIGHEST ELEVATION
CAST THESE 2 PILES

ALONG GATE TRAVEL
FIGURE 3-2: CONCRETE PILE
FOUNDATIONS ARE SHOWN AS A RECOMMENDED PILE TYPE ONLY.
LOCAL SOIL CONDITIONS AND TEMPERATURES WILL DICTATE THE
ACTUAL FOUNDATIONS REQUIRED.
MINIMUM RECOMMENDED PILE DEPTH IS 48.0" [1219]

 A  B  C 

PILES MUST BE CAST LEVEL

 PILE INSTALLATION

GATE CATCH PILE

FIGURE 3-1:

GATE PANEL TRAVEL DIRECTION.
GATE VIEW FROM SECURE SIDE.

GATE REST PILE

FIGURE 3-3: ANCHORS / ANCHOR TEMPLATE

OPERATOR PILE

CANTILEVER SLIDE GATE
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FOUNDATION INSTALLATION NOTES
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10M, 21.0" [533] REBAR RINGS
SPACED 12.0" [305] O/C.
DOUBLE RINGS AT TOP SOACED
AT 3.0" [76] O/C

48.0 [1219] MIN. PILE DEPTH
AREAS WHERE FROST IS A FACTOR,
PILE DEPTH SHOULD BE 36.0 [914]
BELOW THR FROST LINE.

SEE DETAIL 3-1 ABOVE FOR IMPORTANT
NOTES ABOUT FINISHED PILE HEIGHTS

6 - 15M REBAR VERTICALS

610
24.0

ALPHA GATE
ANCHORS / NUTS SUPPLIED WITH
M16 x 7.5" [191] STAINLESS STEEL 

OPTIONAL ANCHOR TEMPLATES ARE 
AVAILABLE FOR LOCATING ANCHORS 
ON 24.0" [610] PILE



1.8 [41]

DETAIL 4-1A - TOP PANEL CATCH

CATCH WHEEL

TOP PANEL CATCH 

TOP PANEL 

DETAIL 4-1 - CATCH PORTAL

BARB ARMS ARE SECURED 
TO TOP RAIL WITH 1/4" [6] 
SELF TAPPING SECURITY 
SCREWS, 2 / BARB ARM

DETAIL 4-5A
BARB ARMS
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 - REAR GATE RESTDETAIL 4-2

 - STANDARD GALVANIZED CHAINLINK INFILLDETAIL 4-4

DETAIL 4-3 - ROLLERS

TO BE LEFT OPEN FOR AN EXTENDED PERIOD OF TIME.
OPEN PHOTOEYE IS ATTACHED TO THE REAR GATE REST.

REAR GATE REST WILL SUPPORT THE GATE PANEL IF THE GATE IS

PHOTOEYE

4-1A

DETAIL 4-5 - BARB WIRE ANTI-CLIMB

4-1B

DETAIL 4-1B - GATE CATCH SHOE / RUN ON PLATE

GALVANIZED CHAINLINK

WITH HOG RINGS
TO TOP & BOTTOM WIRES
CHAINLINK IS SECURED

TIE WIRES
AT PICKETS WITH 9ga
CHAINLINK IS SECURED

9ga x 2" [51] x 1.2 oz WGW

GATE PANEL END POST

.2 [5] TENSIONING ROD  

PHOTOEYE

REAR GATE REST

STANDARD SERRATED
TOP RAIL

END POST

3 STRANDS BARB WIRE
SECURED TO GATE PANEL

9ga [3] ALUMINUM BARB ARMS

BEAM ROLLER HEIGHTS

4-5A

6' [1829] - 39.0 [991]
8' [2438] - 50.8 [1291]

ROLLER SET (x2)

MAIN BEAM ROLLERS

DETAIL 4-3A
TOP RAIL GUIDE ROLLERS

DETAIL 4-3B

4-3A

GUIDE ROLLER SET (x2)



21.0 [533] MIN.
27.0 [686] MAX.

 
438
17.3  

DETAIL 5-1 - PHOTOEYES
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SAFETY DEVICES / GUARDS

115 Lowson Crescent
Winnipeg, Manitoba, Canada, R3P 1A6
Phone: 1-866-300-1110
Fax:     1-204-284-1868
Web: www.wallaceperimetersecurity.com

C PORTAL

CLOSE PHOTOEYE OPEN PHOTOEYE OPEN PHOTOEYECLOSE PHOTOEYE

B PORTAL

NOTE:
PHOTEYE COVERAGE INCLUDES DRIVE THRU OPENING AS WELL
AS THE AREA OF FULL GATE PANEL TRAVEL WHEN INSTALLED
AS SHOWN.

REACH THRU GUARD
SCREW FASTENED TO INSIDE OF PORTAL

BEAM ROLLERS 

DETAIL 5-2 - GUARDS

WITH INTEGRAL GUARD

WITH INTEGRAL GUARD

TOP GUIDE ROLLERS 

REACH THRU GUARD
SCREW FASTENED TO INSIDE OF PORTAL

A PORTAL

B PORTAL

B PORTAL HAS REACH THRU GUARDS INSTALLED
ON THE INTERIOR FACES OF PORTAL, SECURED
WITH #10 [5] SELF-TAPPING SCREWS.

REACH THRU GUARDS ARE REQUIRED PER 
ASTM F2200 - PARAGRAPH 6.1.4 WHICH STATES
MAXIMUM GAP BETWEEN GATE PANEL AND FIXED
STATIONARY OBJECTS SHALL NOT EXCEED 2.25" [57]


