
 
13
.5   

76
3.0  

6' [1.8M] - 72.2 [1834]

8' [2.4M] - 96.1 [2440]

 
50
2.0  

2540
100.0  TYP.

 8.0 CONCRETE FOOTING 

 
1219
48.0   

1221
48.1  

Rev.Drawing No.

Description:

6' [1.8M] & 8' [2.4M]

 

DEFENDER 358
WELDED WIRE FENCE

POWDER COAT, BLACK
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Customer / Project Name:

Date:Finish:

of

Sheet:

115 Lowson Crescent
Winnipeg, Manitoba, Canada, R3P 1A6
Phone: 1-866-300-1110
Fax:     1-204-284-1868
Web: www.wallaceperimetersecurity.com

NOTE:
DRAWING IS IN INCHES DIMENSIONS SHOWN IN [  ] ARE IN MILLIMETERS
UNLESS OTHERWISE NOTED.

M8 CARRIAGE BOLT / M8 BREAK-AWAY NUT

3.0 [76] x 3.0 [76] x .13 [3] POST

.13 [3] POST BRACKET

TYPICAL LINE POST / END POST INSTALLATION DETAILRAMPART 358 WELDED WIRE

5.6 [143] x .13 [3] CLAMP BAR

RAMPART 358 WELDED WIRE PANEL

GRADE

- FLANGE MOUNT - DRIVEN METHOD - CONCRETE FOOTING
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5.0 [127] x 5.0 [127] x 3 CORNER 
CLAMP ANGLE

TYPICAL CORNER POST INSTALLATION DETAIL

CORNER POST
3.0 [76] x 3.0 [76] x .13 [3] HSS 

.13 [3] CORNER POST BRACKET


