
203
8.0

127
5.0

NOTE
GATE IS PREPARED FOR FIELD INSTALLATION OF SENSING EDGES PER UL UPDATE

406
16.0

406
16.0

CLEAR OPENING WIDTH   6' [1829] HT. 12' [3658] MIN. - 30' [9144] MAX.
                                             8' [2438] HT. 12' [3658] MIN. - 26' [7925] MAX.

10' [3048] HT. 12' [3658] MIN. - 18' [5486] MAX.
713714

28.1 28.1

CL COLUMNS   TO  = CLEAR OPENING + 32.0 [813] CL

610
24.0
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FOLDSMART XT

STANDARD DIMENSIONS

DETAIL A - VERTICAL PANEL CATCH

.13 [3] STEEL CATCH NYLON CATCH BLOCK

.13 [3] COLUMN ACCESS DOOR.
SECURED TO WITH 1/4-20 TORX 
T27 SECURITY SCREWS

238
9.4

162
6.4

DIMENSIONS ARE IN INCHES, DIMENSIONS SHOWN IN [  ] ARE IN MILLIMETERS.

FINISH NOTES:

STANDARD FINISH: HOT DIPPED GALVANIZED ON ALL STEEL COMPONENTS

OPTIONAL FINISH:   POWDER COAT PAINT,  CUSTOM COLORS AVAILABLE
RAL # MUST BE SPECIFIED AT TIME OF ORDER

DRIVE THRU HEIGHTS

6ft 72" [1829]

8ft 96" [2438]

10ft 120" [3048]

A

MANUAL OPERATION  RELEASE POINT
REFER TO SHEET 3

ENCLOSURES ARE SHOWN IN RECOMMENDED COLUMN MOUNITNG LOCATION USING 
SUPPLIED MOUNTING BRACKETS.

ELECTRICAL CONTROLLERS ARE MOUNTED IN A 24" [610] x 20" [508] x 8 [203] NEMA 3R
ENCLOSURE. (1 PER GATE OPERATOR) 
ENCLOSURES MUST BE MOUNTED WITHIN 10' [3048] OF GATE MOTOR / GEAR BOX. 

OPTION GROUND CATCH
REFER TO SHEET 3

DRIVE THRU HEIGHTS
(REFER TO CHART BELOW)

76 
-
0
58.4

3.0+
-
.0
2.3  FOR GATE LEVELING  O.A. GATE WIDTH = CLEAR OPENING + 56.2 [1427] 

A

A

SECTION A-A

GATE MOTOR / GEAR BOX

PHOTOEYES ARE LOCATED ON
INSIDE FACE OF COLUMNS

[203 x 203 x 6]
8.0 x 8.0 x .25
HSS COLUMN

[356 x 356 x 19]
14.0 x 14.0 x .75
BASE PLATE
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762
30.0  

 
102
4.0  

 
114
4.5  
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FOLDSMART XT

OPTIONS

 - 8" [203] RED / GREEN LED TRAFFIC LIGHTDETAIL K

 - STROBE LIGHTDETAIL L

 - PHOTOCELLSDETAIL H

NOTE:
CENTER CATCH PLATE MUST BE ANCHORED
TO A SUITABLE ROADWAY SURFACE.
IF ROADWAY IS NOT SUITABLE FOR 
ANCHORING AN 18.0 [457] x 30" [762] PAD 
SHOULD BE INSTALLED.

DETAIL I - MANUAL OPERATION RELEASE POINT

DRIVE ARM LINKAGE,  
MOTOR / GEARBOX

1/2" SOCKET

SECURITY KEY

SECURITY BOLT

C1 (LH) COLUMN MOTOR / 
GEAR BOX SHOWN. RELEASE 
POINT IS TYPICAL ON RH C2 
COLUMN MOTOR / GEAR BOX

DETAIL J - 4" [102] RED / GREEN LED TRAFFIC LIGHT

RED

GREEN

FOLDSMART COLUMN

4.0
102

 4.3
108

MOUNT
TRAFFIC LIGHT

 

[152 x 152 x 3]
6.0 x 6.0 x .13

15.4  
391

 

 
467
18.4  

PHOTOCELLS ARE INSTALLED ON THE
INSIDE FACE OF BOTH COLUMNS

 8.0
203

1.9
48

381
 15.0  

 

203
8.0

TRAFFIC LIGHT HEAD
CAN BE ROTATED 360

GREEN

 AMBER STROBE LIGHT5.5
140

1.9
48

 
254
10.0  

TRAFFIC LIGHT CAN BE
TILTED 15

RED

FENCE MOUNTS ARE SUPPLIED
LONG FOR FIELD TRIMMING
AFTER GATE INSTALLATION AND
LEVELING IS COMPLETE.
FENCE MOUNT HEIGHTS CAN 
BE ADJUSTED TO SUIT NEW OR
EXISTING FENCE LINE

 
325
12.8 

60
2.4

24.0
610

  

 
300
11.8  

DETAIL M - FENCE MOUNT 

1/4" [6] SELF-TAPPING SCREWS

 2.3
60

 4.0 
102

79
3.1  

  
76
3.0  

 - CENTER CATCH PLATEDETAIL N

CENTER CATCH PIN IS THRU BOLTED 
TO PANEL USING 2, 1/2-13 x 3.5 [89]
HEX BOLTS WASHERS & NUTS

6.0
152

  

38
1.5








